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BREADBOARD TESTS

OF THE

'f‘SURFACE'MAGNETIC SUSCEPTIBILITY COILS

Introduction o

The results of the fea51bi11ty study concerning the

measurement ‘of magnetic susceptibillty on the. surface of the moon, 3

as presented in Partial Report No. 7, were, briefly, as follows:

_ l. Variation of mutual and self inductance of a
three‘coil system placed upon a plane surface could be employed to
determine the in-situ magnetic susceptibility,of the’matetial;’
lying below the surface. | . d | ,

2. The response of the three coil system'to
variation in height above the surface allows an "operating point"
to be so chosen, for each coii size and_geometry, that surface
roughness will'produceba minimum error in the experimental measures;,

3. For an assumed "surface roughness” an optimum
coil size, geometry, and operating height can be chosen to
mioimize errors of measurement.

4. Applying the original surface roughness specifi-
cation '"'protuberances of up to 10 cm" required a coil system 50 em
in diameter.' | |

This was too large to be stored within, and manipulated

from, the proposed spacecraft. Therefote, it was decided as a

-compromiee.to evaluate, for the breadboard model, a coil system -

12.5 in in diameter. Also, it was decided that a very small
coil systew (2.625 in. diameter) should be examined to see whether

or not added convenience of storage and handling could be gained

1:794.37-1
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wifhout undue sacrifice in quality of data.

_Object .
" To obtain performance data as described in OUTLINE OF
' - BREADBOARD TEST EXPERIMENTS and to show precision of measure-
" ments uSiﬁg a 12.5 in. diaﬁeﬁér and a 2-5/8 in. diameter coil

arrangement.

Description of Appgratus

La:gg Surface Coils

' The 12.5 in. diameter coils were built as shown im
Fig. 1. The epoxy coil spools are 12.5 in;, 10.5 in., and 4.5
| in. in diametef with 350, 300, and 500 turns, respectively, of
No. 28 double‘formvar copper wire.. The 4.5 in. receiver coil is
'concentric and coplanar‘with the 12.5:in. transmitter coil. The
10.5 in. diameter transmitter coil is coaxial with and approxi-
mately 2 in. above the coplanar‘arrangement. The coils are
connected so that the fields of the two transmitter coils are
opposing and thus generate a signal in the recelver coil which
is approximately zero in amplitude. Four brass screws connected
- to the upper transmitter coil allow the mutual inductance
‘between this coil and the receiver coil to be varied.. Witthhe
~ bridge (Fig. 2) connected to the coils and the bridge resistances
set at approximately the values desired, the four brass screws
| are adjusted until a null'is detected. A change in the vélue of

the bridge setting 1is then required to cor:éctly phase the bridge

1:794.37-2
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to the phase of the signal generated io the receiver coilg
- It is possible to set the ceoil positions so that as the
coils are placed over a material having a 1arger magnetic ‘sus-

ceptibility than air, the voltage gererated in the receiver coil

‘will change phase 180°. 1If this occurs, the position of the coil -

must be changed until all magneticVsu5céptibilities above air will
cause this voltage to increase in amplitude.

To make measurements the coils are first plocéd in air
at least 3 ft. above the material to be measured. The Bfidgo,
resistances are varied until -2 null is obtained. The coil

assembly is then lowered until it rests on the surface. This

will unbalance the bridge. The bridge 1s then rebalanced. The

change in resistance is a function of the magnetic susceptibility

of the material.

" Small Surface Coils

The 2-5/8 in. surface coils were built as shown in
Fig. 3.~ The coil spools are 2-1/8 in. and 1.5 in. in diameter
and wound with 75 and 500 tufns,of No. 29 copper wire. This

type of surface coil requires another coil arraﬁgemént located in

" a position so that mo change in the field surrounding it can

occur, The two sets of coils are connected so that the trans-

mitter voils induce a current in the receiver coil of one set

that opposeé the current induced in the receiver coil of the

second set. The reference coils are mounted so that the mutual

inductance between the transmitter coil and the receiver coil

1:794.37-3
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can be changed. This s accomplished by placing the coils ona
threaded epoxy rod and hoiding'them in position by epoxy muts.. .
'  The corfecf‘posifion of the coils on the reference set is |
’rdétefmined by'sétting the bridge resiétbrs at approximately the |
values desired. ' Then the position of the transmitter coil is
‘varied with respect to the receiver coil until a null is‘dbtained.
For a cqmpiete nﬁll a change in the bridge setting is required to -
match the ﬁhase-relationship of the bridge to that of the signal
 from the coils. When the coils are operating in the range of the -

: bridge the locking nuts on the reference coils are set. To make

a measurement on an unknown mzagnetic susceptibility material the
bridge is balanced for a condition where both coils are in air
(magnetic susceptibility, 1 x 10"6 cgs units), next the surface
coil is placed with tﬁe flat face against the unknown material,
..(theAreference coil is still in air) and the bridge rebalanced.

The change in thevresistancé is a function of the magnetic

susceptibility of the material.

- Preparation of Standards

Methods of Obtaining Standards
The\caliﬁration of a device to measure in-situ magnetic
susceptibility fequires a 1aboratory'standard which, in pragtice,
' is difficult to realize. The two conditions which this staﬁdar&
must satisfy are: |
1. The magnetic susceptibility of the standard must

be accurately known

1:794.37-4
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‘2. A large homogeneous volume of the standard

material is required. | |

Both 1 and 2 above can be satisfied by a solution of
ferrio chloride in water. The solution can be homogeneously
mixed and by measuring its density, the magnetic susceptibility
can be computed. The ferric chloride solution used has a |
determined magnetic susceptibility of 80 x 10~ -6 cgs units. The
solution was placed in a plywood box 3 ft x 3 ft x 1-1/2 ft.,

which is sealed with a mixture of beeswax and péraffin. The

_volume of the standard is not large enough for extremely accurate

measurements, but cOnéidering the toxic nature of the ferric
chloride solution, it is as large as could be safely and con-
veniently'handled with existing facilities. Secondary standardo
were made by mixing known volumes of sand and iron‘filings. Tﬁe
magnetic susceptibility per unit volume is proportional to the :
amount of irom in the‘mixture, provided that the concentration
of iron does not become so la;ge that demagnetization occu:sl.
Dry éiliéa blasting sand with grain sizes varying between 80 and

120 mesh and 40 mesh iron filings are used to prepare secondary

~ standards. Three samples were homogeneously mixed, having a

"~ volumetric ratio of 1000 ppm Fe, 10,000 ppm Fe, and 92,000 ppm Fe.

The samples were placed in boxes identical to that used to

1Dr Harold Mooney, University of Minnesota, acknowledged by
telephone

1:794.37-5
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contain the.ferric chloride solution.

Method Used to Determine the Magnetic Suscegiibility of-
“Standards ,

‘ “The large surfece magnetic sueceptibility coils were
first placed on the surface of 10,000 ppm Fe mixture. Data were |
taken to determinerthe correct distance above the surface for
optimum response. 'Fig.-k is a plotiof change in bridge reading _
between air and the mixture vs. height of coil above the surface.
" From this plot, it is seen that the maximm change in‘(AR) occurs
when the coils are approximately 1 in. above the surface of the
_mixture. Since thie distance is at the peak of the curve of AR
ve, height,,minimup error will result for measurements made over
"an irregular surface. Three supports were placed on the lower
surface'of‘the coil to meintaih a distance of 1 in.'from‘any flat
surface. Flg. 5 is a plot showing change in bridge reading (2R )
from air to the mixture vs. the magnetic susceptibility in cgs
units ef the mixture. This curve was constructed»by taking a
- reading over all four mixtures, the‘primary standard (ferric
chloride) and the three secondary standards. The primary
standard (magnetic susceptibility 80 x 107 ), was plotted on the
"AR vs. Magnetic Susceptibility" graph. The points representing
the iron-sand mixtures cannot yet be plotted on this same graph.
In order to plot-these points, a separate plot must be made of
 change between bridge reading in going from air to standard vs.

Ppe Fe in mixture (Fig. 6). The slope of the curve showm in

1:794.37-6 9
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Fig. 6 is the same as the-siope of a curve representing magnetic
susceptibility; therefore, Fig. 6 can be overlayed on Fig. 3 and

the X ordinate slipped until the curve of Fig. 6 passes through the

1801x 10.6 égs unit point of Fig. 5. The secondary standards are

‘then located on Fig. 5, a cOnversion from ppm Fe to»magnetic

' susceptibi1ity has been made.

Method Used to Simpléte Surface Irregularities

Figs. 7 and 8 show the irregular surface with the coils

‘shown 1in one of the positions at which a reading could be made,

The irregular surface is made of 1/;6 in. plexiglass.. The pro-

tuberances were made by placing the sheet of plexiglass over a

~ hollow cylinder and heating. When plexiglass was pliable, a

‘blunt tool with 3 in. sphere as point was pushed against the

plexiglass'énd through the hollow cylinder. When thé'plexigiass

became cool the tool was removed leaving a protuberance of the

~desired height. Three protuberances were made by the above

process ranging from 3 in. to 4.5 in. in height. A 1/2 in. hole

was drilled in each protuberance so that when plexiglass is lying

flat on the surface, the protuberances can be filled with the

material of the standard.’

_Experlmental Results

The calibration curve'whlch is used with the large
coil for determining the ‘magnetic susceptibility of an unknown
material is shown in Fig. 5. 1In this figure it can be seen that

1:794.37-7 |0
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a demagnitization'effect occurs as the curve approaches 10, 000

'6-cgs units. This phenomena was experienced by Mooney2 and .

- x 10
"Kalashnikav3 in the development of stmilar type calibration
curves. | : |
The primary standérd and the thrée secoﬁdary standards
have been located on the curve. The 1000, 10,000 and 92,000 ppm
i iron’filings in silica sand have a magnetic susceptibility of

290, 2900, and 27, 000 x 10° -6 cgs units. If a calibration curve -

1s needed which will extend to 100,000 x 10 “6 cgs units another
\ | secondary standard should be mixed having approximately 500,000
ppm iron filings in sand, however, the demagnitization effect |
\ would become so pronounced that it would be almost 1mpossib1e to
} interpret the data.
1 A plot of change in bridge reading in going from air to
._thé standard vs. the magnetié susceptibility for the small sur-
face coils is shown in Fig. 9; The change in bridge reading
per 10.6 cgs units is approkimately 1/75th of that for tpevlarge
coils. This decrease in sensitivity is-due to the decrease in.
the mutual inductance of the coil system.
 With either coil system it is possible to remove the
brldge and measure the resultant voltage on the outputs of the

»recelver,coil. No work was done- with this method because of

2i‘looney, Harold M., Magnetic Susceptibility Measurements in

3 Minnesota, Geophysics, 1952

Kalashnikov, A. G., Determination of the Magnetic Susceptibi-
lity of Rocks under Field Conditionms, Izvest, Akad, Nauk
SSSR, Ser. Geofiz., 1954, No. 5, 415-423

1:794,37-8
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~.noise generated by local radio stations. This noise is not eonstant

because the coils are not always turned in the same direction and

because the interference signals decrease in intensity as the

height of the coils above the earth increases. The conductivity
of ‘the material being measured causes a phase shift which intro-

duces an error, however, the frequency is low enough that this

may not cause errors great enough to be of concern. The feasibility

of this method of making measurements should be investigated.
Fig. 10 is a plot of change in bridge readings in going

froﬁiairgto,the irregular surface of the standard vs. different

- placements of the coils over the irregular surface (Fig; 7) for

the large diameter coils. Eight readings were taken and plotted

with no effort made to make the error a minimm. The true

magnetic'susceptibility of the standard was 2900 x 107 cgs units,

" the minimum reading obtained was 2300 x 107 cgs units which is

an error of -21%. The readings that fell above 2900 x 10"6 cgs

- units were taken with the coil sitting in the position as shown

in Fig. 7 {(where the protuberances are surrounding the coils and
towering above them). o

» Fig. 11 is a plot of the change in bridge‘readings»from
air to the irregular surface of the standard vs. different
placements of the small coils over the irregular surface (Fig.

8). Six readings were taken and plotted over the 2900 x 107 -6 cgs
unit standard. The minimum reading was 800 x 10 -6 cgs units

vhich 15 an error of =72.5%.

1:794.37-9

v



v 2 ¥ e e m— o= a ——

.-

i3 FEZR [1 J/ 4/77

-10-

If a comparison of the two sets of coils isrtd be made .

on the basis of making measurements over an irregular surface

the large coils are better in that over the same irregular sur-

. ~face an error of 217 exists as compared to 72.5%. Thié large

error for the small coils exist for several reasons: 71) the peak
response occurs when the coils are flat on the surface; Fig. 12
is a plot of change in bridge reading from reading on the surface
vs. reading at given heights above ﬁhe surface for the small
diameter coils. It can be seen that at a 3/16 in. height above |
the surféce an error of 50% exists. 2) The coils average the
volﬁmetric'magnetic susceptibility of the material under the

influence of their fields, therefore, when the small coils change

-from their flat most accurate measuring position to a position in

which one side is in air a few tenths of an inch, large errors‘

exist. This is not as pronounced an error for the large coils

- because the volumetric magnetic susceptibility has-changed very

little. Fig. 13 is a plot of change in bridge reading from
reading with no fissures vs. reading with designated fissures
for the small diameter coils. Ihis”plotishows that a flat sur-
face with fissu:es 3/16 in. wideAwill produce errors of 50Z.

;Parﬁ of this error can be attributed to the inhomogeniety of the

material caused by the insertion of the 1/16 in. plexiglass
plates. |
lTests were run to determine how near the coils could

be operated with respect to large masses of metal. The large

1:794.37-10 17
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coiié should be at least 4 ft. from 1afge-sheets of aluminum or

iron, the small coils could be 6perated within 8 in. of these

plates. A test was run to determine the effect of a.1/2 in.

_aluminum tube on the iarge diameter coils - this aluminum tube

could be used to lower the coil after a reading was taken in air._,

This tube should not be in a pos1tlon closer than 24 in. to the

coiIS‘when a reading in air is taken. The small coils can be
| Aoperated‘w1th the tube 8 in. above them. The sheets of metal or

 the tube cause an effect which is not characteristic of the cali-

bration samples‘in'that'the bridgé reading increases from the
reading in air as the metal becomes closer. This phenomena can
be attributed to a distortion in the field surrounding the coils

and to a large increase in the conductivity of the media.

Conclusion

‘'The breadboard devices built by Texaco to measure the

- in-situ magneticvSusceptibility”havea.linear range to approxi-

mately.10,000 x 1076 cgs units, and a calibration curve can be
made which would enable measuremeqts approaching 100,000 x 10 -6
cgs units.

. The large 12.5 in. diameter coils are the least sus-
ceptible to error, the maximum error that was fqﬁnd over a
standard irregular surface was -21% compared to -72% for the
small_coils.- :

With proper construction the large coils could be built
so that they would weigh less than 3 1bs.

1:794.37-11 1 ,
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‘ The large ¢oils can be no closer than 4 ft. to large -
metal objects or closer than 24 in. from a 1/2 in. diameter
aluminum tube which could be used to hold ‘the coil for the -

measurement in-a vacuum before lowering it to a surface. The

 sma11 coils.should‘be no ¢1bser than 8 in. to a large-métal,

object or any type metal structure used to manipulate it.
Temperature changes cause more error in the large coil
than in the small coils; however, with proper materials and

structure part of this error could be eliminated.

. Summary

1. A calibration curve~using both smali and 1arge coils
can be made w1th a range from 1 to 100,000 x 107 -6 cgs units.

2. The maximm error over the standard irregular sur-
face is -217% for large coils and -727% for small coils.

3. The large coils could be constructed to conform with
the 3 1b. weight 1imit.

4. The large coils can be no closer than 4 ft. to

Jzrge metal objects and no closer than 2 ft. to a metal support-

ing beam.

5. The small coils can be no closer than 8 in. to

- metal objects consistiﬁg'of spacecraft or manipulatihg hardware.

6. Temperature changes cause more error in large-

coils than small coil measurements.

1:794.37-12 /5
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in Figs. AZ, A3, and A4.

' BREADBOARD TESTS OF THE 4-1/2 INCH
SURFACE_MAGNETIC SUSCEPTIBILITY COILS .

A SUPPLEMENTARY REPORT
B TO
- PARTIAL REPORT KO. 11

The 4-1/2 in. diameter coils shown in Fig. Al were built

as an intermediate between the 12- 1/2 in. and the 2-5/8 in. coils.

The 12-1/2 in. coils can be used to obtain reliable data over the

prescribed irregular surface, but their weight and size is

objectionable. The 2-5/8 in. coils are small and couid be built

to weigh only a few ounces, but the quality of data recovered is
poor. ‘Hence, it was,thoﬁght that with an intermediate size coil
reliable data could be obtained with 1ess weight and volume of
mater1a1

This coil system uses the three coil inductlve balance
system‘wlth Coil A located approximately 1 in. axially above a
coplanar arrangement of Coils B and C. Coils A, B and C have,
respectively; 275, 450 and 500 turns of No. 29 copper wire. The
procedure for setting the coil positions is similar to that for _
the 12-1/2 in. diameter céils described in'Part131 Report No. 11.
The resulfs of the tests of these intermediate coils are shown

Fig. 47 is a plet of'thé change in bridge readingfvs.
magnetic susceptibility. It can be seen from this plot that

the slope of the curve is approximately the same as the‘slope

-

1:794.40-1 30
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for the 12-1/2 in. coil shown in Fig.‘S of Partial Report No.yll.-

Demagnitizatien effects are approximately the same, and both

_curves tend to flatten above 10,000 x 1076 cgs units.

Fig. A3 is a plot of change in bridge reading vs.

different placements of the coils over the standard. irregular

surface. The true magnetic susceptibility of the standard was

-6 cge units. The reeding which shows the maximum

" error is 1700 x J.O.6 cgs units. This is an error of -42%.

Fig. A4 1s a plot of change in bridge reading in going

from air to standard vs. height above the surface of standard.

It can be seen that the maximum sensitivity eccurs when the coils

are approximately 1/4 in. above the surface. Accordingly, 1/4
in. legs were made and plaeed on the bottom of the coils.

Tests show that the coils should be operated no closer
thahlzafin. to large meta1~objecte-or_18:in. to metal supporr

members.

Summary | | : -
| ‘ The 4~1/2 in. coil system which was built to minimize
weight and volume problems has a calibration cur#e witH the
same linear range and slope as the 12-1/2 in. coils.

The maximum error of measurement over the standard

' irregular surface was -42% compared to -21% for the 12-1/2 in.

coils and -72% for the 2-5/8 in. coils.
The 4-1/2 in. coils can be no closer than 24 in. to

large metal objects or 18 in. to metal support members.

1:794.40-2
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